SERIES 1501 AIR
SHEET SE 19-4
EDITION 1

ELEVATION TINTS

RELIABILITY OF THIS GRAPHIC

(as determined by standard practices)

Horizontal Datum: World Geodetic System 1984
Vertical Datum: Mean Sea Level
Transverse Mercator Projéction

LOSSARY GLOSARIO
Comunidad.. .community
Cordiller: ..mountain range, ridge
Datos insuficientes. nsufﬁ;ent data

mountain range

LOCATION DIAGRAM
(ONC INDEX SHOWN IN BLUE)

(WAC INDEX SHOWN IN RED /BROWN)
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CAUTION
AIR INFORMATION CURRENT THROUGH
22.MARCH 1994

Consult NOTAMS and Flight Information Publi
for the latest air information; the DOD Aero
Chart Updating Manual or MOD (U.K.) Aeronal
Chart Amendment document, for other chart revision
information.
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LINES OF EQUAL MAGNETIC VARIATION
FOR 1990
(Annual rate of change, 11" increase)

LINEAS DE DECLINACION MAGNETICA
IGUAL PARA EL ANO 1990 )
{Variacion anual,aumento de 11')

CAUTION

Vertical obstructions, including powerlin

extracted from the most reliable sources availabl
However, the no assurance that all are shown, or
that their locations or heghts are exact.

ATTENTION

THIS CHART CONTAINS MAXIMUM ELEVAT
FIGURES (MEF)

Maximum Elevation Figures shown in quadrangles ; : : 2 § 7 ’ ! : o o
bounded by ticked lines of latitude and longitude are ho Jach a 4 2 ; g 5 ’;ﬁ’fﬁ%
represented in THOUSANDS and HUNDREDS of feet
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information available concerning the highest known
feature in each quadrangle, including terrain and

tc.). In areas of
extensive unrel
spaced across the
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LIMITED DISTRIBUTION

Distribution authorized to DoD, IAW 10 U.S.C. §§130 & 455.
Relsase authorized to U.S. DoD contractors, IAW 48 C.F.R.
§252.245-7000. Refer other requests to Headquarters, NIMA,
ATTN: Release Officer, Stop P-25. Destroy as "For Official Use
Only." Removal of this caveat is prohibited.

SCALE 1:250,000
INQUISIVI, BOLIVIA
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COORDINATE CONVERSION WGS 84 TO PSAD 56
Grid: Add 188m.E., Add 378m.N.
Geographic' Subtract5.9" Long., Subtract 1

ELEVATIONS IN FEET
ELEVACIONES EN PIES

CONVERSION DE COORDENADAS WGS-84 A PSAD 56
Cuadricular: Simese 188m.al Este., Simese 378m. al Norte.
Geografica: Réstese 5.9" de longitud, Réstese 13.1" de Latitud

SAMPLE 10,000 METER GRID SQUARE

ERP B ClATo0 D SR TE 0 TS SAMPLE 1,000 METER REFERENCE EJEMPLO REFERENCIA

DE 1,000 METROS

1. Léanse las lewas que identifican la cuadri-
Read lenters identifying the 100,000 meter culs de 100000 metros en la que se
Sample poaint square in which the point lies: encuentra el punto:
[Punm e/en'w/ar . Léase la cifra grande correspondiente a la
Read large number labeling the VERTICAL linea VERTICAL de la cuadricula que se
grid line left of point: encuentra @ |a izquierda del punto:

Estimate tenths (1,000 meters) from grid Estimense las décimas (1,000 metros)

line 1o point: de la linea de la cuadricula al punto:
. Léase |a cifra grande correspondiente & la
Read large number labeling the HORIZONTAL linea HORIZONTAL de la cuadricula que se

wugm M SQUARE IDENTIFICATION grid lide below point: encuentra debajo del punto:

IDENTIFICACION DEL CUADRADO DE 100,000 METROS Estimate tenths (1,000 meters) from grid line Estimense las décimas (1,000 metros) de .

fo point: la li [ y
See Body of Map p a linea de la cuadricula al pumto:

Referrse al Mapa Example: Ejemplo :

GRID ZONE DESIGNATION WHEN REPORTING OUTSIDE THE GRID ZONE CUANDO SE HAGA REFERENCIA
DESIGNACIGN DE LA ZONA CUADRICULADA DESIGNATION AREA IN WHICH THE POINT FUERA DEL AREA DE DESIGNACION ¢
. LIES, PREFIX THE GRID ZONE DESIGNATION. DE LA ZONA CUADRICULADA EN 1A
CUAL SE ENCUENTRA EL PUNTO,
19K L ANTEPONGASE LA DESIGNACION
DE LA ZONA CUADRICULADA.

Ejemplo: 19KAB1234

0

PULATED PLACES-LUGARES POBLADOS

1stimportance Primera importancia..
2nd importance Segunda da importancia
3rd importance Tercera importancia.

4th importance Cuarta importancia
5th importance Quinta importancia

ROADS-CARRETERAS

All weather hard surface Superficia dura para todo clima
Two lanes wide Dos carriles de ancho.
One lane wide Un carriles de ancho.
All weather, loose or light surface Superficie ligera, o suelta para todo clima
Two lanes wide Dos carriles de ancho.
One lane wide Un carril de ancho....
Fair or dry weather, loose surface Seco o buen clima, superficie suelta
Carttrack Camino para carreteras
Footpath, trail Sendero, vereda
Route marker Marcador de rut:
RAILROADS-FERROCARRILES Singe track
Normal gauge 1.0m(3'3 3/8") Entrevia normal
Narrow gauge En}revia angosta. i ——
BOUNDARIES-LIMITES
International Internacional.
First order administrative division
Division administrativa de primer orden

JOINT OPERATIONS GRAPHIC (AIR)

SCALE 1:250,000 ‘
5 10 Statute Miles
10 15 Kilometers
5 Nautical Miles

CONTOUR INTERVAL APPROXIMATELY 525 FEET
EQIDISTANCIA DAS CURVAS DE NIVEL 525 PIES APROXIMADAS

BLUE NUMBERED LINES INDICATE THE 10,000 METER_LINIVERSAL TRANSVERSE MERCATOR GRID, ZONE 19,
WORLD GEODETIC SYSTEM 1984 ELLIPSOID .
LAS LINEAS AZULES NUMERADAS INDICAN LOS 10,000 METROS DE LA CUADRICULA TRANSVERSA DE MERCATOR
UNIVERSAL (UTM), ZONA 19, WGS ELIPSOIDE 1984

USERS SHOULD REFER CORRECTIONS, ADDITIONS, OR COMMENTS TO THE NIMA CUSTOMER HELP DESK: 1-800-455-
0899; COMMERCIAL 1-314-260-5032; DSN 490-5032; OR WRITE TO: DIRECTOR, NATIONAL IMAGERY AND MAPPING
AGENCY, ATTN: COD, MAIL STOP P-37, 4800 SANGAMORE ROAD, BETHESDA, MD 20816-5003.

7
ELEVATIONS IN FEET :
ELEVACIONES EN PIES  RAD|D FACILITIES FACILIDADES DE RADIO [ ANG
| HURN |'—\ o

VEGETATION-VEGETACION
Woods Bosque
HYDROGRAPHY-HIDROGRAFIA
Well; Intermittent lake Pozo; Lago intemitente
Land subject to inundation Terreno sujeto a inundacion...
Swamp, marsh Marisma, pantan

AERODROMES (Military or Civil)

AERODROMOS (Militares o Civiles)
Runway pattern known EDNA/S0/s
Disefio de pista aterrizaje conocid . 128
EDNA-Name Nombre
50-Length of longest runway to nearest hundreds of feet
Longitud de la pista més larga a las centésimas de pies més proximas
s-Soft or unimproved surface Superfice suave o no mejorada
u-Unknown surface Superfice desconocida
728- Elevation Altitud
Runway pattern unknown Disefio de pista de aterrizaje. desconocid
HELIPORT/HELIPAD HELIPUERTO/LOSA PARA HELICOPTEROS..
RADID AIDS TO NAVIGATION

RADIO ASISTENCIA A LA NAVEGACION
VHF OMNI RANGE (VOR) VHF OMNI RANGE (VOR
- VORTAC VORTAC.
TACAN TACAN..
VOR with DME VOR con DME
es Otras facilidades.

-

RADIO RANGE LF/MF ALCANCE DE RADIO LF/MF

MULTIPLE RADIO FACILITIES Ngmge
MULTIPLES FACILIDADES DE RADIO |

VISUAL AIDS AND OBSTRUCTIONS
AUXILIOS VISUALES Y OBSTRUCCIONES

Obstruction Obstruccion.
1109-Elevation of obstruction top,above sea level
Altitud de obstruccion punta, sobre el nivel del mar
(259)-Elevation of obstruction top, above ground level
Altitud de obstruccion punta, sobre el nivel del suelo
Group obstruction Grupo de obstrucciones.
Radio facility obstruction Obstruccion de facilidades de radi ;
Power transmission line Linea de alta tensi6n.. —'i'—i—

TERRAIN ELEVATIONS-ALTITUDES DEL TERRENO
Spot elevation; Normal, Critical
Altitud de un punto; Normal, Critica. .*338 *1108
Highest elevation is UNKNOWN
Major altitud es DESCONOCIDA

Powerlines are shown except within populated place tints. Other
obstructions are shown if they are 200 feet or more above ground
level. See caution note.

Se muestran las lineas de alta tension con excepcién de dentro de las areas
en tinta que representan lugares poblados. Se muestran otras obstrucciones
si estan 200 pies o mas sobre el nivel del torreno. Ver advertencia.

On this graph a lane is generally considered as being 8 feet

(2.5 meters) in width.

En este grafico se considera que una via tiene 8 pies (2.5 metros) de ai
BOUNDARY REPRESENTATION IS NOT NECESSARILY
AUTHORITATIVE.

LA REPRESENTACION DE LIMITES NO DEBE CONSIDERARSE OFFICIAL.

Road classification should be referred to with cautio
Se debe referir a Ia classificacion de caminos con cuidado.
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